CONTEMPORARY

STAIRWAYS

Rough opening size
Outside radius

Max. Floor to floor height

Max floor to floor height with

1 height extension

Max floor to floor height with

2 height extensions
Tread depth

Rise
Free passage width
Railing height
Platform width
Rotation per tread
Rotation of the platform
Center column diameter
Tread thickness
Baluster diameter

Handrail diameter

39"

39-3/8" x
41-3/8"

19-3/8"
120-1/4"

129-1/2"

138-3/4"

7-1/8"

7-1/2" -
9-1/4"

15-3/16"
39-3/8"
21-5/8"
25°
50°
4-1/4"
1-3/8"
7/8"

1-5/8"

diameter
47" 55"

47-1/4"x  55-1/8"x
49-1/4" 57-1/8"
23-5/8" 27-1/2"
120-1/4" = 120-1/4"
129-1/2"  129-1/2"
138-3/4" = 138-3/4"
8-1/4" 9-5/16"
7-1/2" - 7-1/2" -
9-1/4" 9-1/4"
19-1/8" 23-1/8"
39-3/8" 39-3/8"
25-5/8" 29-1/2"

30,2° 26,2°

50° 50°

4-1/4" 4-1/4"
1-3/8" 1-3/8"

7/8" 7/8"
1-5/8" 1-5/8"

63"

63" x
65"

31-1/2"

120-1/4"

129-1/2"

138-3/4"

9-5/8"

7-1/2" -
9-1/4"
-

39-3/8"
33-1/2"
22,2°
50°
4-1/4"
1-3/8"
7/8"

1-5/8"

Treads
Handrail
Center column tube
Balusters

Horizontal rods

Horizontal rod diameter

technical datasheet

valid from
12/18/23

Beech, oak beech walnut stained, beech white lacquered
PVC grey, black or white
Steel powder coated in grey, black or white
Steel powder coated in grey, black or white

Stainless steel

1/4"
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Chicago 63"

Chica

Chicago 55"

STAIRWAYS

CONTEMPORARY
Assembling options
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